
 
200 Series 

Creating a model number 
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(blank)-Standard finishes 
C - - - - Clean Room finishes 
N - - - - Electroless Nickel Plate 
 
ESD Ground 
(blank) - No ESD Ground 
E - - - - - Ground Lug and Drag 
              Chain for use in EPA’s 
 
Style 
202- Bench Model 
212- Bench Model with Gearbox 
208- Rotatable Bench Model 
218- Rotatable Bench Model with Gearbox 
 
(blank) - 16.2” trunnion height         for 202 & 212 only 
SP - - - - 8” trunnion height               
 
Trunnion Interface Mounts 
0000 - No Clamp 
1018 - Mounting Plate 
1023 - Board Clamp 
            (except N & C option) 
SA10 - Angle Clamp 
 
 
 

                                       
                                      
 
                                      
 
 
 
Proof Load Test 
(blank) - No Proof Load Test 
PLT - - - Standard Proof Load Test 
               (includes deliverable report) 
 
Cross Beam 
B022- - - Standard (for 202 & 212 only) 
B028- - - Standard (for 202 & 212 only) 
B”XXX”- Main Beam length where “XXX”= 
                length in inches between trunnion interface 
                mounts. 10” minimum, 112” maximum, 
                1” increments 
B015- - - Standard (for 208 & 218 only) 
B027- - - Standard (for 208 & 218 only) 
 
Index Plate 
(blank)- - - - No Index Plate 
IND15 - - - -15 Index Plate 
 
Lubricants: 
(blank) - Standard lubricant 
L1 - - - - Trunnions lubricated with 
              Krytox GPL 207 
L2 - - - - Trunnions lubricated with 
              Braycote 601EF 
 NOTE:  
     “C” finish includes L1 Lubricants 
 
 
 
 
                 

 
                                                                                                                    

 
Examples:                                                                                                                                                     

        202        -       1018        -            B022                                                                                                                                                
 
                                 Bench model      Mounting Plate             Inside Length between                             
                                                                                                 trunnion mounts is 22” max                                             
                                                                                             
 
                                                                                                                      

         218          -        SA10           -          B015                                                                                                                  
   
                                 Rotatable bench         Angle                     Inside Length between 
                                 withhgearbox              mount                    trunnion mounts 15” max                                                
                                                                                                      


